
ecatalogue international version   

CAT. N° 4 127 90

PROGRAMMABLE TIME SWITCH - VERT. DIAL - DAILY 
PROG. - 100H WORKING RESERVE

Pack (number of units) 1

Volume (dm³) 0,187

Weight (g) 90,00

Product characteristics General characteristics

Daily programme
▪ 1 segment = 15 minutes

▪ Accuracy: ± 5 minutes

Vertical dial
▪ With 100 h working reserve

▪ Number of modules : 1 

Programmable time switches - with analogue dial
▪ Programmed via captive segment

▪ Power supply: 230 V~ - 50/60 Hz

▪ 3-position override switch "ON-AUTO-OFF" on front panel

▪ Manual changeover to summer/winter time

▪ 1 outlet 16 A - 250 V~ - μ cos = 1

Documentation

Catalogue pages & additional information 
▪ Description page (p.091)  

▪ Dimensions of din-rail equipment  

Installation instructions & related documents 
▪ 292534-08  

Agreements & certificates of conformity 
▪ OC / CB-42778  

Environmental product profile 
▪ LGRP-2014-105-V1-EN  

* All prices given are the manufacturer's list prices for professional customers, and are given for information only. They are not to be considered as a mandatory retail price  Basis : beforetax price list, May 2018

The information given in this ecatalogue (characteristics and dimensions) may be amended, and therefore does not represent an undertaking on our part. The ecatalogue is reserved for professionals only. You are also reminded that all products  
must be installed by a qualified professional in accordance with the installation rules.


