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BRUSHED STAINLESS STEEL 

LACQUERED BRUSHED 51EB. 

BRUSHED CHROME 

SATIN GOLD 

PORCELAIN WHITE 

LUSTROUS BLACK 

POLISH ED BRASS 

TEXTURED IRON 

DESERT BRONZE 

ANTIQUE BRASS 

TEXTURED COPPER 

LEAD TIMES: Please 
contact our Customer 
SeiVices Department 
on: 01268 563 404 

Dimmers 
(NON UK) 

220V A.C. 50HZ 

60-500W 

SINGLE 

K24541BSS 

K24541LBS 

K24541BRC 

K24541POC 

K24541SAG 

K24541WHI 

K24541LIV 

K24541LBK 

K24541PBR 

K24541TIR 

K24541DBZ 

K24541ABS 

K24541TCO 

MOUNTING BOXES: 
FLUSH 866ZIC -
35mm deep min. 

DIMENSIONS: 
86x 86mm 

FIXING CENTRES: 60.3mm 

Suitable lor tungsten GLS 
lamps only, with internal 
fuse>. 

NOT SUITABLE FOR 
FLUORESCENT lOADS. 
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220V A.C. 50HZ 

100-1000W 

SINGLE 

K24561BSS 

K24561LBS 

K24561BRC 

K24561POC 

K24561SAG 

K24561WHI 

K24561LIV 

K24561LBK 

K24561PBR 

K24561TIR 

K24561DBZ 

K24561ABS 

K24561TCO 

MOUNTING BOXES: 
flUSH 866ZIC -
35mm deep min. 

DIMENSIONS: 
86x86mm 

FIXING CENTRES: 
60.3mm 

Suitable lor tungsten GLS 
lamps only, with internal 
fuse>. 

NOT SUITABLE FOR 
flUORESCENT LOADS. 
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Grid Plus 
Modular 
Frontplates 
SUPPLIED WITH 

MOUNTING FRAME 

1 MODU LE 

K24331BSS 

K24331LBS 

K24331BRC 

K24331POC 

K24331SAG 

K24331WHI 

K24331LIV 

K24331LBK 

K24331PBR 

K24331TIR 

K24331DBZ 

K24331ABS 

K24331TCO 

MOUNTING BOX: 
FLUSH: 891AlM 

DIMENSIONS: 
86x 86mm 

BS 5733: 2010 
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2 MODULE 

II 

K24332BSS 

K24332LBS 

K24332BRC 

K24332POC 

K24332SAG 

K24332WHI 

K24332LIV 

K24332LBK 

K24332PBR 

K24332TIR 

K24332DBZ 

K24332ABS 

K24332TCO 

MOUNTING BOX: 
FLUSH: 891 ALM 

DIMENSIONS: 
86x86mm 

BS 5733: 2010 
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