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Lightning Protection
Flat Tape System

Taper Pointed Air Rods
Air rods form an important part of the air termination network 
of a lightning protection system. All of our air rods are 
supplied with a locknut enabling the rod to be locked tight 
against the conductor. Please see pages 77 - 79 for further 
information on our range of saddles, brackets and couplings.
Copper Air Rods

ATC 120M

Thread
Size

L
mm

L1
mm

Unit
Weight

kg
Pack

Quantity
Part

Number

M16

M20

300
500
600
1000
1500
2000
3000
300
500
1000
1500
2000
3000

41

0.53
0.85
1.00
1.70
2.59
3.47

0.80
1.34
2.68
4.02
5.36
8.04

5

ATC 112M
ATC 120M
ATC 124M
ATC 139M
ATC 160M
ATC 179M
ATC 192M
ATC 212M
ATC 220M
ATC 239M
ATC 260M
ATC 279M
ATC 292M

Material: Copper.

41

L

L1

Thread Size 

5.10

5

ATC 220M

ATA 120M

ATA 112M

TESTED
 BS EN 62561-2

Aluminium Air Rods

Thread
Size

L
mm

L1
mm

Unit
Weight

kg
Pack

Quantity
Part

Number

M16

300
500
1000
1500
2000

41

0.18
0.29
0.57
0.98
1.09

ATA 112M
ATA 120M
ATA 139M
ATA 160M
ATA 179M

5

Material: Aluminium.

TESTED
 BS EN 62561-2
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