
METACOM Category 6 UTP patch cords are manufactured using high quality unshielded four 
pair Category 6 stranded cable, and feature cable strain relief boots with a plug latch 
protection cap. This patch cord when used with high performance METACOM Category 6 
connectivity (solid UTP cable, patch panels and work area outlets), provide superior 
performance capabilities of high bandwidth (Gigabit 1000Base-T and 1000BaseTx)applications 

support. 

CAT6 U/UTP

DESCRIPTION

APPLICATIONS

STANDARDS

PATCH CORD LSZH

ANSI/TIA-568-C.2
EN 50575

Cross connect, Patch Panel and WorkArea
4/16 Mbps Token Ring (IEEE 802.5) 
10/100/1000 BASE-T (IEEE 802.3) 
155 Mbps ATM 
100 Mbps TP-PMD 
Analogue Voice, ISDN, ADSL
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TECHNICAL DATA

ELECTRICAL PERFORMANCE

Conductor Material Stranded Bare Copper

Conductor Number 8C(4 pairs)

Separator PE Cross

Rip Cord NO

Insulation 

Material PE

Nom. Thickness(mm) 0.18

Diameter (± 0.30mm) 0.97

Jacket 

Material LSZH

Nom. Thickness(mm) 0.50

Diameter (± 0.30mm) 6.00

Max. Conductor DC Resistance (Ω/KM ) 93

Min. Insulation Resistance 5000

Dielectric Strength DC-1KV/1 Min 

1.0-250MHZ Characteristic Impedance(ohms) 100Ω±15Ω

1.0-250MHZ Delay Skew (ns/100m) ≤45

Resistance Unbalance between pairs( % ) ≤4

Max Mutual Capacitance (nF/100m) 5.6

Before Aging Tensile Strength(Mpa) ≥9

Elongation(%) ≥100

After Aging 
Tensile Strength(Mpa) ≥75%

Elongation(%) ≥50

Velocity of Propagation NVP 69%
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ORDERING INFORAMTION

PACKAGING

TECHNICAL DRAWING

www.metaworldcomputers.com

PART NUM DESCRIPTION

MC-PC-C6-UTP-XXM-PVC-YY Patch cord UTP, category 6, standard plug, PVC

MC-PC-C6-UTP-XXM-LSZH-YY Patch cord UTP, category 6, standard plug, LSZH

XX – length:0.5m,1m,1.5m,2m,3m,5m,10m 
YY – color: Black (BK), Blue (BL), Green (GN), Gray (GY), Orange (OR), Red (RD), White (WH), Yellow (YL)
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