
DESCRIPTION

APPLICATIONS

STANDARDS & FEATURES

FACE PLATE DUAL

METACOM offers a variety of British style face plates to provide the basis for a wide range of 
possible information outlet combinations. Outlets are available in single, double and quad 
ports. Part of the design is the integrated label holder which allows the installer to fix labels 
and hence making the faceplate TIA 606 compliant. Face plates comes with shutter to prevent 
dust. 

ANSI/TIA-568-C.2 
ISO/IEC 11801:2011 (Ed 2.2)
UL 94 V-0
UK mounting format
Suitable for RJ45 and other modular snap-in keystone
Flat type 
1, 2 and 4 port options available
UL94 V0 Flame retardant plastic ABS

Fits to any surface, drywall, baseboard, and even modular furniture
100% compatiable with standard wall( face) plates
Data Communications 
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Physical Characteristics

TECHNICAL DRAWING

Material UL94 V0 Flame retardant plastic ABS

With 2 screws M3.5/ M4.0

Face Plate (UK Style) 86x86 mm 

ORDERING INFORMATION

PART NUM DESCRIPTION

MCS-EFP-UK-1-WH Empty Faceplate 86mm x 86mm for 1 Keystone Jack, UK style

MCS-EFP-UK-2-WH Empty Faceplate 86mm x 86mm for 2 Keystone Jack, UK style

info@metaworldcomputers.com
sales@metaworldcomputers.com http://www.metaworldcomputers.comSup
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